BUFFER DATA SIGN SPACING = X (FEET) MINIMUM TAPER LENGTH = L (FEET)
RuralRoads 45/55 MPH 500'+-
BUFFER SPACE = B Y : LANE Posted Speed (mph)
Urban Arterials 35/40 MPH 350'+- (feet)| 25 30 35 40 45 50 55
SPEED (MPH) | 25 |30 |35 |40 |45 | 50 | 55 Rural Roads
LENGTH (feet)| 55 | 85 | 120 | 170 | 220| 280 | 335 Urban Streets e 10 | 1051150 | 205|270 | 450 | 500 | 550
" Residential Areas & 25/30 MPH 2007+
PROTECTIVE VEHICLE ROLL AHEAD DISTANCE = R Business Districts 11 115|165 | 225 | 295 | 495 | 550 | 605
VEHICLE  |TYPICAL VEHICLE| POSTED | STATIONARY -
TYPE LOADED WEIGHT SPEED OPERATION All signs are black on_ orange 12 125|180 | 245 | 320 | 540 | 600 | 660
(LBS) (mph) (feat) unless otherwise designated.
4 YARD 24,000 50 75
DUMP TRUCK ' 25 50 CHANNELIZING DEVICE SPACING (FEET)
2 TON MPH TAPER TANGENT
15,000 50 100
CARGO TRUCK = = 50/55 40 80
o 35/45 30 60
- ARGO TRUCK 10,000 35(,) 150 25730 20 40
100
ROLL AHEAD STOPPING DISTANCE ASSUMES DRY PAVEMENT
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RIGHT LANE
CLOSED

W20-5R

LEGEND
SIGN LOCATION-PORTABLE MOUNT

M SIGN LOCATION-TRIPOD MOUNT
SEQUENTIAL ARROW SIGN

TEMPORARY TRAFFIC CONTROL DEVICES

PROTECTIVE VEHICLE WITH TRUCK
MOUNTED ATTENUATOR
(WHEN SPECIFIED IN CONTRACT)

PORTABLE CHANGEABLE MESSAGE SIGN
(WHEN SPECIFIED IN CONTRACT)

/— DISPLAYS

NOTES
EXTEND TAPER ACROSS SHOULDER.

MAINTAIN A MINIMUM OF ONE ACCESS POINT FOR EACH
BUSINESS WITHIN WORK AREA LIMITS.

IF THE LANE SHIFT IS SHORT AND HAS SHARP CURVES

PCMS !
1 2
CENTER

LANE
CLOSED

W1-4L

LIMITED
TURNING

1.5 SEC|1.5 SEC

1.
2.

30

Field locate after last intersection
in advance of lane closure.

(30 MPH OR LESS)

USE SIGN W1-3 IN LIEU OF SIGN Wl-4.

[EXPIRES NOVEMBER 23, 2003 |

RIGHT LANE CLOSURE
WITH LANE SHIFT
FIVE LANE ROADWAY

STANDARD PLAN K-19
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